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The CoverLink wired control system controls access to operate the pool cover. The CoverLink wired control uses 
a personal identification number (PIN) instead of a key. Entering a valid PIN into the control pad allows access to 
cover and uncover the pool.

COVERLINK WIRED CONTROL FEATURES
CoverLink Control Pad
 The CoverLink control system is factory programmed and ready for use.
 The control pad must be mounted in full view of the pool cover.
Control Pad features:
 • Up to four unique four-digit PINs can control access to the pool cover. 
 • A master PIN that is stored in memory location 1 (factory default master PIN: 1583).  
 • Additional PINs can be stored in memory locations 2, 3, and 4. 
  The pool owner should keep a record of PINs in each memory location for reference.
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FOR YOUR SAFETY—This product must be installed and serviced by a contractor who is licensed and qualified in 
pool equipment by the jurisdiction in which the product will be installed where such state or local requirements exists. 
In the event no such state or local requirement exists, the installer or maintainer must be a professional with sufficient 
experience in pool equipment installation and maintenance so that all of the instructions in this manual can be followed 
exactly. Before installing this product, read and follow all warning notices and instructions that accompany this product. 
Failure to follow warning notices and instructions may result in property damage, personal injury, or loss of life. 
Improper installation and/or operation will void the warranty. 

©2011 Cover-Pools Incorporated

1-800-447-2838

E
le

ct
ri

ca
l D

et
ai

ls
13

:3
7

To Section Table of Contents



600939 Rel-0003CoverLink™ Wired Control 
Operation and Programming

2 of 4

1. NORMAL OPERATION
1.1 Normal use: Control Pad
  PIN entry controls access to cover and uncover operation for the pool. After entering the PIN, press and 

hold C or U within 20 seconds or the system will time out and PIN re-entry will be required.
 1.1.1 Enter four-digit PIN: 1583 (or valid PIN)
    a. Red LED will flash as each button is pressed.
    b. Green LED will flash if PIN is accepted.
   Press & Hold C (Cover) to cover or U (Uncover) to uncover the pool.
    c. Green LED is on while the cover is in motion.
    If PIN is not accepted, red LED will be on when C (Cover) or U (Uncover) is pressed; re-enter PIN.

2. PIN SETUP
Factory Default Master PIN: 1583. The factory default master PIN CAN be changed.
The factory default master PIN is stored in memory location 1 in the control pad and can be changed  
to any four-digit PIN. This master PIN controls access to add, change, or delete PINs, as well as cover or 
uncover the pool.

Service Master PIN: 2838. The service master PIN CANNOT be changed.
The service master PIN is intended for service use only and cannot be changed.
The service master PIN overrides all PINs and allows service to access all modes.

2.1 Change or Enter New PIN:
   To change or enter new PINs, follow this process. Buttons must be pressed within 20 seconds of 
   each other or programming access will time out.

  2.1.1  Enter 1583 (or current master PIN)
      a. Red LED will flash as each button is pressed.
      b. Green LED will flash if PIN is accepted.

  2.1.2  Press 1 to enter programming mode.
     a. Red and green LED will be on.

  2.1.3  Press 1 to enter PIN change mode.
     a. Green LED will flash.

  2.1.4  Press 1, 2, 3, or 4 to select PIN memory location; if you wish to abort PIN setup—press 0.
  Remember factory default master PIN is stored in memory location 1, but can be changed. 

  a. Red LED will flash.
  
  2.1.5  Enter new four-digit PIN.
     a. Both LEDs will flash.
    
  2.1.6  Enter new PIN again to confirm change.
     a. Red LED will flash.
     b. Green LED will flash indicating success.
     c. System is ready after 20 second delay.

     Test new PIN by following NORMAL OPERATION.

Location # PIN

1  (1583)

2

3

4

PIN Memory Location Record 

©2011 Cover-Pools Incorporated

E
le

ct
ri

ca
l D

et
ai

ls
13

:3
8

To Section Table of Contents

Kris Desktop
Highlight

Kris Desktop
Highlight



600939 Rel-0003CoverLink™ Wired Control 
Operation and Programming

3 of 4

3. DELETE PIN
3.1 Delete PIN (except master):

   To erase one PIN at a time from the control pad, follow this process. Buttons must be pressed  
 within 20 seconds of each other or programming access will time out.

  3.1.1  Enter 1583 (or current master PIN)
     a. Red LED will flash as each button is pressed.
     b. Green LED will flash if PIN is accepted.

  3.1.2  Press 1 to enter programming mode. 
    a. Red and green LED will be on.

  3.1.3  Press 2 to enter PIN delete mode; if you wish to abort PIN delete—press 0.
    a. Green LED will flash.
     
  3.1.4  Press 2, 3, or 4 to delete PIN from that memory location.
    a. Green LED will flash indicating success.
     
 3.2 Delete all PINs (except master):

    To erase all PINs, except the master from the control pad, follow this process. Buttons must be 
pressed within 20 seconds of each other or programming access will time out.

  3.2.1  Enter 1583 (or current Master PIN)
    a. Red LED will flash as each button is pressed.

      b. Green LED will flash if PIN is accepted.

  3.2.2  Press 1 to enter programming mode; if you wish to abort PIN delete—press 0.
     a. Red and green LED will be on.
     
  3.2.3  Press 3 to enter all PIN delete mode.
     a. Red and green LED will flash indicating success.
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PROBLEM SOLUTION
LEDs on control pad do not light when 
buttons are pressed.

Did not fix problem.

Check that circuit breaker is on.

Contact local cover dealer for service. 

PIN entry does not activate cover 
mechanism, but red LED on control 
pad is on when buttons are pressed.

   

Did not fix problem.

 
 
Did not fix problem.
   
    
    
Did not fix problem.

Enter valid PIN.
If PIN is valid, green LED will flash as C (Cover) or U (Uncover) is 
pressed.
If PIN is NOT valid, red LED will be on as C (Cover) or U (Uncover) is 
pressed, re-enter PIN.

Verify that power to the auto-shutoff board is on.
Typically, the auto-shutoff board is located in an enclosure by the pool 
cover electric motor.
Power to auto-shutoff board will be on if two green LEDs on the auto-
shutoff board are flashing. (See illustration on page 1).

Turn power off for ten seconds.
Turn power on.
Enter valid PIN.

Contact local cover dealer for service.

Qualified service  
personnel only

Verify that the auto-shutoff board is working properly prior to 
troubleshooting the CoverLink system.

  Auto-shutoff Verification      

Cover system does not operate or 
operates intermittently.

Did not fix problem.

Did not fix problem.

Step 1.  Check for secure wiring connections at the circuit breaker, auto-
shutoff board, control pad, and motor.

All wiring is good, go to step 2.

Step 2.  Reboot the system: 
              Turn the system power off to the control pad and auto-shutoff 

board. Leave it off for 30 seconds, then turn the system power 
back on.

Step 3.  Disconnect the control pad from the auto-shutoff. Short the 
auto-shutoff wires together (black to yellow should cover the 
pool and black to green should uncover the pool).

If the auto-shutoff works, go back to Troubleshooting Guide.
If the auto-shutoff does not work, see document 600356 Adjusting 
the AMP Limiter and LED Function of the auto-shutoff.

CoverLink™ Wired Control
Troubleshooting Guide

4. TROUBLESHOOTING GUIDE

©2011 Cover-Pools Incorporated

E
le

ct
ri

ca
l D

et
ai

ls
13

:4
0

To Section Table of Contents


